
A-Gear NIC 10G 2BF 

 

Essentials 

Product Collection Intel X520-DA2 Network Adapter 

Controller Processors Intel JL82599ES 

Bus Type/Bus Width PCI Express* 2.0 (5 GT/s) 4-lane PCI Express and 8-lane PCI Express 

Connections 2 x SFP+ cages supporting Direct Attach Copper (DAC) Twinaxial cable and optical transceivers 

Data Rate  

Supported Per Port 

1 GbE/10 GbE 

• Optical: 10/1GbE 

• Direct Attach: 10GbE  

Cabling Type SFP+ Direct Attached Twin Axial Cabling up to 10m  

Bracket Full-height bracket installed. Low-profile bracket included in package  

Dimension 145 mm x 69 mm (PCIe Board)  

Technical Specifications  

Network Standards 

Physical Layer Interfaces 

IEEE 802.3: 10GBASE-SR, 10GBASE-LR  

SFF-8431: 10GSFP+Cu (a.k.a. Direct Attach)  

Interrupt Levels INTA, MSI, MSI-X  

Manageability PXE, SNMP, RMON, iSCSI Boot  

System Requirements  

Windows Client Windows 10/ 8.1/ 8/ 7  

Windows Sever 2012/ 2012 R2/ 2016/ 2019  

Linux RHEL9.1 & 8.7, SLES15 SP4, SLES12 SP5, Ubuntu*22.04 LTS/20.04 LTS, Debian*11, FreeBSD

*13 / 12.3 
 

Environment & Certification  

Power Consumption Max. 7.0W   

Airflow  Minimum of 100 LFM required  

Storage Humidity Maximu

m 

90% non-condensing relative humidity at 35 °C  

Storage Temperature -40 °C to 70 °C (-40 °F to 158 °F)  

Operating Temperature 0 °C to 55 °C (32 °F to 131 °F)  



LED Indicators LINK (solid) and ACTIVITY (blinking)  

LINK S PEED ( green=10 G bps; y ellow=1 G bps)  

Certifications CE   FCC   RoHS  

 


